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BSI clips are rubber lined universal clips for mounting pipes to
the wall or ceiling.

Advantages
• Fitted with two bolts with anti-loss ring.
• Bolt with slot and cross head.
• Reinforcement grooves ensure that BSI clips maintain their shape.
 
Technical Specifications
• Noise suppressing rubber lining (EPDM): 17 dB(A) according to ISO 3822-1.

To achieve maximum sound suppression do not overload the fitting.
• Safety margin for minimal breaking load (V) = 3.
• Clip: Electrolytically zinc plated.
• Suitable for temperatures from -40 °C up to +120 °C.
• BSI clips are compatible with pipe sizes according to DIN 2448 and DIN EN 1057.
• With halogen-free inlay.
• Equipped with Philips / slotted head screws.
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Type Ø Pipe Connectio
n

Strip
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Max.
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[N]

Dimensions Order
Code

Ext. dia.
[mm]

Nom.
["]

A
[mm]

B
[mm]

C
[mm]

-

BSI M8/10 x 8 - 10 8 - 10 1⁄8 M8/10 20 x 1.5 1000 53 13 16 50 39023

BSI M8/10 x 12 - 14 12 - 14 1⁄4 M8/10 20 x 1.5 1000 58 15 16 50 39000

BSI M8/10 x 15 - 19 15 - 19 3⁄8 M8/10 20 x 1.5 1000 62 18 16 50 39001

BSI M8/10 x 20 - 25 20 - 25 1⁄2 M8/10 20 x 1.5 1000 69 21 16 50 39002

BSI M8/10 x 26 - 30 26 - 30 3⁄4 M8/10 20 x 1.5 1000 74 23 16 50 39003

BSI M8/10 x 32 - 36 32 - 36 1 M8/10 20 x 1.5 1000 81 26 16 50 39004

BSI M8/10 x 38 - 43 38 - 43 1 1⁄4 M8/10 20 x 1.5 1000 87 30 16 50 39005

BSI M8/10 x 44 - 49 44 - 49 1 1⁄2 M8/10 20 x 1.5 1000 94 33 16 50 39006

BSI M8/10 x 50 - 55 50 - 55 - M8/10 20 x 1.5 1000 103 36 16 50 39007

BSI M8/10 x 56 - 61 56 - 61 2 M8/10 20 x 1.5 1000 106 39 16 50 39008

BSI M8/10 x 62 - 67 62 - 67 - M8/10 20 x 2.0 1300 113 42 16 50 39009

BSI M8/10 x 68 - 73 68 - 73 - M8/10 20 x 2.0 1300 123 45 16 50 39010

BSI M8/10 x 75 - 80 75 - 80 2 1⁄2 M8/10 20 x 2.0 1300 128 48 16 50 39011

BSI M8/10 x 82 - 86 82 - 86 - M8/10 20 x 2.0 1300 134 51 16 50 39012

BSI M8/10 x 87 - 92 87 - 92 3 M8/10 20 x 2.0 1300 141 54 16 50 39013

BSI M8/10 x 95 - 102 95 - 102 3 1⁄2 M8/10 20 x 2.5 2150 158 58 16 50 39014

BSI M8/10 x 108 - 116 108 - 116 4 M8/10 20 x 2.5 2150 170 65 16 25 39015

BSI M10/12 x 108 - 116 108 - 116 4 M10/12 20 x 2.5 2150 170 65 18 25 39035

BSI M8/10 x 121 - 127 121 - 127 - M8/10 20 x 2.5 2150 185 70 16 25 39016

BSI M8/10 x 131 - 141 131 - 141 5 M8/10 20 x 2.5 2150 195 77 16 25 39017

BSI M10/12 x 131 - 141 131 - 141 5 M10/12 20 x 2.5 2150 195 77 18 25 39037

BSI M8/10 x 159 - 163 159 - 163 - M8/10 20 x 2.5 2150 215 88 16 25 39018

BSI M10/12 x 159 - 163 159 - 163 - M10/12 20 x 2.5 2150 215 88 18 25 39038

BSI M8/10 x 165 - 169 165 - 169 6 M8/10 20 x 2.5 2150 226 91 16 25 39019

BSI M10/12 x 165 - 169 165 - 169 6 M10/12 20 x 2.5 2150 226 91 18 25 39039

BSI M8/10 x 192 - 202 192 - 202 - M8/10 20 x 3.0 3000 265 107 16 25 39020

BSI M8/10 x 210 - 220 210 - 220 8 M8/10 20 x 3.0 3000 274 117 16 25 39022
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Find more information online:
cert.bsi-iso3822-1.pdf
BSI M 8/10 ADSK
BSI M 8/10 DWG
BSI M 8/10 IPT
BSI M 8/10 STEP
Thermal length change
Dimensions and weights of tubes
Packaging data

Fort Blauwkapel 1
1358 DB, Almere - nl

T +31 (0)36 52 62 300
E info@aalberts-hfc.com
I flamcogroup.com
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https://flamcogroup.com//media/files/certificates/cert.bsi-iso3822-1.pdf
https://flamcogroup.com//media/files/cadimages/bsi_m8-m10_adsk.zip
https://flamcogroup.com//media/files/cadimages/bsi_m8-m10_dwg.zip
https://flamcogroup.com//media/files/cadimages/bsi_m8-m10_ipt.zip
https://flamcogroup.com//media/files/cadimages/bsi_m8-m10_step.zip
https://flamcogroup.com//media/files/documentation/doc_exp_thermallengthchange.pdf
https://flamcogroup.com//media/files/documentation/doc_exp_dimensionsandweightstubes.pdf
https://flamcogroup.com//media/files/documentation/202110_Packaging_Data.xlsx
mailto:info@aalberts-hfc.com
mailto:info@aalberts-hfc.com
http://flamcogroup.com

